








M.H FRAME AND COVER
SHALL BE ALHAMBRA
FOUNDRY A-1497

OR AN APPROVED EQUAL
MARKED "S" AND A 3/4° PICK
HOLE

INSTALL A 1'-0" WIDE 1-0"
DEEP CONCRETE RING
CIRCUMFERENTIALLY
AROUND THE MANHOLE
FRAME. PLACE THE CONC.
RING FLUSH WITH PAVEMENT
4,000 PSI COMP. STRENGHT

OUTLET PIPE

10" TYP re . \M_
LT :
S h z
o3l . 5
é" Q= PLACE GRADE RINGS L
El| AS REQUIRED TO a4
o ADJUST THE MANHOLE INLET FIFE
COVER TO GRADE
PRECAST CONCRETE PLAN
g .| [ JOINTS INSIDE AND —
x| OUTSIDE (TYPICAL)
8 ]
L ‘e
iz e PRECAST CONCRETE
2 e CONES AND SHAFTS.
w g a®
@ 3
o R -
ol N - 1
L [ T v n
2 =O @ & 4'-0 .‘- 6
T2} 3 . " n
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= BITUMASTIC 300-M COLD TAR
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NATIVE _/ 5-0" DIA. PLACE GRAVEL TO
MATERIAL SECTION THE APPROPIATE

SEWER MANHOLE DETAIL

GRADE.

NOT TO SCALE

ECCENTRIC SEWER |.. 1
MANHOLE DETAIL o
IN THE CITY OF IMPERIAL, CALIFORNIA |DATE: 07/21/14|BY: AA
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CAST IRON BOX COVER
MARKED "W*°

4000 P.S.I. CONCRETE
COLLAR

6" PAVED AREAS
\ 14" UNPAVED AREAS

_ 1/2" PAVED AREAS
: .\ 2" UNPAVED AREAS

L \ FINISHED PAVING O

GROUND SURFACE
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VALVE BOX COLLAR (TYP.)

NOT TO SCALE

TYPICAL VALVE BOX |.... 1
CONCRETE COLLAR  [* {

IN THE CITY OF IMPERIAL, CALIFORNIA |DATE: 07/21/14|BY: AA
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CITY OF IMPERIAL
STREET IMPROVEMENT PROJECT
ASPHALT RUBBER COMPOSITE LAYER OVERLAY ON DESIGNATED STREETS
BID NO. 2014-04

3/8" ARAM

SLURRY TYPE |l

EXIST. A.C.

SYSTEM 1
SLURRY AND ARAM CAPESEAL




CITY OF IMPERIAL
STREET IMPROVEMENT PROJECT
ASPHALT RUBBER COMPOSITE LAYER OVERLAY ON DESIGNATED STREETS
BID NO. 2014-04

SLURRY FILLER
SYSTEM 1

3/8" ARAM 3/4” MIN.
LEVELING

COURSE

[
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|

|
EXIST. A.C 50" TO GUTTER LINE
© e OF CROSS STREET AND THROUGH INTERSECTION*

*OR AS MARKED BY ENGINEER

SYSTEM 1 STOP POINT




CITY OF IMPERIAL
STREET IMPROVEMENT PROJECT
ASPHALT RUBBER COMPOSITE LAYER OVERLAY ON DESIGNATED STREETS
BID NO. 2014-04

SYSTEM 1 SLURRY ONLY
\ SLURRY TYPE Il /
ARAM _”_______________“_4_/
EXIST. A.C.

NOTE: PATCH AND REPAIR AS DIRECTED BY ENGINEER

CUL-DE-SAC JOIN AT BULB — SLURRY ONLY
BEGIN AT BCR BEFORE BULB




1.5” OF »2” MAX./MED.
0. PG64-16

SLURRY TYPE Il /AF----- -

ARAM /—
0.1 2
COLD MiILL COLD MILL EXIST. A.C.

CUL-DE-SAC JOIN AT BULB

1.5" AC ’
_\ ° 0.1’ COLD MILL
COLD MILL __

SYSTEM |

CUL-DE-SAC BULB PAVEMENT SECTION
BEGIN AT BCR BEFORE BULB
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3/8" ARAM

SLURRY TYPE I
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AT R 2
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LEVELING ,
COURSE S

FEATHER
LEVELING COURSE
TO 0" AT THE EDGE

EXIST. A.C.

SYSTEM 2
SLURRY AND ARAM ON LEVELING COURSE

CITY OF IMPERIAL
STREET IMPROVEMENT PROJECT
ASPHALT RUBBER COMPOSITE LAYER OVERLAY ON DESIGNATED STREETS
BID NO. 2014-04




COLD MILL 1"
SYSTEM 2 / 1.5 ARHM-GG /;
|

S 3/4” MIN.
4  LEVELING
/ COURSE
I
/ 50' TO GUTTER LINE
EXIST. A.C. OF CROSS STREET AND THROUGH INTERSECTION*

*OR AS MARKED BY ENGINEER

SYSTEM 2 STOP POINT

CITY OF IMPERIAL
STREET IMPROVEMENT PROJECT
ASPHALT RUBBER COMPOSITE LAYER OVERLAY ON DESIGNATED STREETS
BID NO. 2014-04




EXIST. A.C. 3" MIN.

LEVELING COURSE

*EXCEPT AS OTHERWISE SPECIFIED

SYSTEM 3
ARHM-GG ON ARAM OVER LEVELING COURSE

CITY OF IMPERIAL
STREET IMPROVEMENT PROJECT
ASPHALT RUBBER COMPOSITE LAYER OVERLAY ON DESIGNATED STREETS
BID NO. 2014-04




1.5" ARHM -GG

3," MIN.
EXIST. A.C. LEVELING

COURSE

INTERSECTION APPROACH SYSTEM 3
CROSS-SECTION

CITY OF IMPERIAL
STREET IMPROVEMENT PROJECT
ASPHALT RUBBER COMPOSITE LAYER OVERLAY ON DESIGNATED STREETS
BID NO. 2014-04
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EXIST. AC SURFACE
0.1 ARHM—GG

0-1 7
SYSTEM 3 EXIST. A.C.

DIDIEM 3 150"
TO GUTTER LINE OF CROSS STREET*

3/4” Leveling
Course Min.

*OR AS MARKED BY ENGINEER

SYSTEM 3 STOP POINT

CITY OF IMPERIAL
STREET IMPROVEMENT PROJECT
ASPHALT RUBBER COMPOSITE LAYER OVERLAY ON DESIGNATED STREETS
BID NO. 2014-04
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CITY OF IMPERIAL
STREET IMPROVEMENT PROJECT
ASPHALT RUBBER COMPOSITE LAYER OVERLAY ON DESIGNATED STREETS
BID NO. 2014-04
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EXIST. AC SURFACE

0.1" ARHM—-GG —\

i 12 -
3/4" LEVELING / EXIST. A.C.

COURSE

TERMINATION JOIN SYSTEM 3 INTERSECTION
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