CITY OF IMPERIAL

“New Traffic Signal Light and Intersection Improvements at

SR-86 and Neckel Road”
FEDERAL AID PROJECT # HSIP-5134(013)
Bid No. 2016-07

ADDENDUM No. 6
11/30/2016

TO THE CONTRACT DOCUMENTS AND SPECIFICATIONS.

Bidders are advised that the contract documents and specifications for the above
referenced contract are hereby amended in the following manner and the
following manner only:

1. TRAFFIC CONTROL PLAN

This addendum revises the requirements of the Traffic Control Plan, Sheet C13
dated 09-30-16.

Replace the above-referenced Sheet C13 with the attached revised Traffic Control
Plan, Sheets T-1 & T-2 dated 11-30-16.

Please acknowledge receipt of this addendum by signing and returning a copy of
the Acceptance of Notice by fax to (760) 355-4718. Each bidder must
acknowledge receipt of this addendum in the noted space below and on the
signature page of the Bid Sheet Proposal.

Include a copy of this addendum with your Bid Proposal Package. It is the
Contractor’s responsibility to notify its sub-contractors about changes based
all addendums.

/f\ ﬁﬁiuvl JA\ Date November 30, 2016
By: J Galva\rll, AICP
Plannivg & Development Director

ACCEPTANCE OF NOTICE
Receipt of the ADDENDUM No. 1 is hereby acknowledged by

Date

Bidder’s Company Name

By Title
Type or Print Name & Signature

1/1 Addendum No. 6 (11/30/16)



PROJECT PLANS FOR CONSTRUCTION OF NEW TRAFFIC SIGNAL LIGHT
INTERSEGUTION IMPROVEMENTS AT STATE HIGHWAY 86 AND NEGCKEL ROAD

IN CITY OF IMPERIAL, IMPERIAL COUNTY
FEDERAL-AID PROJECT: HSIP 5134 (013)

"TRAFFIC CONTROL PLAN FOR THE CLOSURE OF NECKEL RD / EAST OF SR-86 (ADDENDUM # 6)"
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LAND SURVEYING / CIVIL ENGINEERING / PROJECT MANAGEMENT

Land Surveying, Civil Engineering, Project Management

444 South Eight Street, Suite D, El Centro CA 92243

(760) 352 6968 Off - 760 352 6069 Fax - 760 235 5185 Cell




TRAFFIC CONTROL NOTES

I ALL TRAFFIC CONTROL DEVICES FOR THIS PROJECT SHALL BE IN ACCORDANCE WITH THE LATEST EDITION OF THE CALIFORNIA MANUAL ON
UNIFORM TRAFFIC CONTROL DEVICES (CALIFORNIA MUTCD)

2. TRAFFIC CONTROL SHOWN HEREIN IS THE MINIMUM REQUIRED TO FACILITATE PUBLIC SAFETY AND TRAFFIC CONTROL. ADDITIONAL SIGNAGE
OR TRAFFIC CONTROL MAY BE REQUIRED IF DEEMED NECESSARY BY THE CITY ENGINEER AND/OR IID. THESE CHANGES MAY BE DONE IN THE FIELD
UPON APPROVAL OF THE ENGINEER.

3. THROUGHOUT EACH WORK PERIOD, CONTRACTOR SHALL INSPECT TRAFFIC CONTROL (SIGNS, BARRICADES AND DELINEATORS) AND MAINTAIN
SAME IN ACCORDANCE WITH TRAFFIC CONTROL PLANS.

4. ACCESS TO PRIVATE PROPERTY SHALL BE MAINTAINED AT ALL TIMES, UNLESS OTHER ARRANGEMENTS ARE MADE.

5. ALL SIGNS SHALL BE HI-INTENSITY REFLECTIVE. ALL TRAFFIC CONTROL DEVICES SHALL BE REFLECTIVE. FLASHING LIGHTS ARE REQUIRED.
6. THE DIRECTOR OF PUBLIC WORKS OR HIS REPRESENTATIVE HAS THE AUTHORITY TO INITIATE FIELD CHANGES TO ASSURE PUBLIC SAFETY.
7. ALL CONSTRUCTION SIGNS SHALL HAVE BLACK LETTERS ON ORANGE BACKGROUND.

&. TWO FLAGS SHALL BE MOUNTED ON/TOP OF ALL CONSTRUCTION SIGNS.

9. CONSTRUCTION SIGNS SHALL BE DISPLAYED TO TRAFFIC MORE THAN 24 HOURS PRIOR TO ACTUAL START OF CONSTRUCTION.

10. EXACT PLACEMENT OF SIGNS SHALL BE IN ACCORDANCE WITH CURRENT CALIFORNIA MUTCD AND SHALL BE APPROVED BY THE
ENGINEER.

I. REFER TO THE CURRENT CALIFORNIA MUTCD EDITION REGARDING THE NOTES FOR EACH TYPICAL APPLICATION CALLED OUT ON THIS
PLAN.

I'2. ALL TRAFFIC CONTROL DEVICES SHALL BE REMOVED FROM VIEW WHEN NOT IN USE.

3. WORK HOURS SHALL BE RESTRICTED TO THE PERIOD BETWEEN 6:00 AM AND 4:30 PM, MONDAY THROUGH FRIDAY, UNLESS
APPROVED OTHERWISE.

I 4. TRAFFIC CONTROL DEVICES MUST BE MAINTAINED 24 HOURS PER DAY AND 7 DAYS PER WEEK. ALL STRIPING REMOVED OR
DAMAGED BY CONSTRUCTION WORK SHALL BE REPLACED WITHIN 24 HOURS (STRIPING MAY BE REPLACED TEMPORARILY WITH TAPE).

I'5. ALL NIGHT WORK WILL REQUIRE WRITIEN APPROVAL FROM THE DEPARTMENT OF PUBLIC WORKS.
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Land Surveying, Civil Engineering, Project Management

444 South Eight Street, Suite D, El Centro CA 92243
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